
7. EZM-XX50 Parameters List

Read Input Register Command (3XXXX)
Input registers can not be changed by the user. Input registers can be only read. 

Address Parameter Name Range
30001 Preset Active Value Signed   0-1
30002 Preset Active Value High 0-1
30003 Preset Active Value Low 0-65535
30004 Batch Active Value High 0-1
30005 Batch Active Value Low 0-65535
30006 NPN / PNP Seçimi 0-1
30007 Fonksiyon Seçimi 1-5
30008 Out1 Durumu 0-1
30009 Out2 Durumu 0-1
30010 SSR1 Durumu 0-1
30011 SSR2 Durumu 0-1
30012 Total Active Value High 0-232
30013 Total Active Value 0-65535
30014 Total Active Value Low 0-65535
30015 EZM Slave Code 0-65535
30016 Display Decimal Point 0-4
30017 Set Point-1 High 0-1
30018 Set Point-1 Low 1-65535
40019 Set Point-2 High 0-1
40020 Set Point-2 Low 1-65535

Read Holding Register Command (4XXXX)
Holding registers can be read and written.

Address Parameter Name Range
40001 Input Type and Function 0-7
40002 Functions 0-2
40003 Measurement Type 0-1
40004 Contact Bounce Protection Time 0-250
40005 Time Base 0-6
40006 Output Function 0-7
40007 Input Signal Timeout 1-10
40008 MT Time 0-99.9
40009 Out1 Function 0-2
40010 Out2 Function 0-1
40011 Out1 Alarm Function 0-4
40012 Output-1 Hysteresis 0-50000
40013 Output-2 Hysteresis 0-50000
40014 Out1 Action 0-1
40015 Out2 Action 0-1
40016 Out1 Pulse Time 0-99.99
40017 Out2 Pulse Time 0-99.99
40018 Control On Mode 0-3
40019 Direction of CV 0-1
40020 Display Decimal Point 0-4
40021 Power On Reset 0-1
40022 Set Offset 0-1
40023 Slave ID 1-247
40024 Modbus Communication Type 0-1
40025 Parity Checking 0-2
40026 Baud Rate Speed 0-4
40027 Stop Bit 0-1
40028 Reset&Preset Protection 0-5
40029 Multiplication Factor-1 1-9999
40030 Multiplication Factor-2 High 0-1
40031 Multiplication Factor-2 Low 1-65535



Address Parameter Name Range
40032 Set Point-1 High 0-1
40033 Set Point-1 Low 1-65535
40034 Set Point-2 High 0-1
40035 Set Point-2 Low 1-65535
40036 Reset Button 0-1
40037 Password 0-9999


